


T y l ö  I m p r e s s I o n  8 – 9

The attractive white benches in compression-moulded, high-pressure laminate are the epitome of good 

design – more than elegant enough to be used outside the shower as well. Size: 460 x 670 x 320 mm (w x d x h). 

Optional extra benches can be ordered.

Tylö steam shower i170
Shower and steam bath measuring 1725 x 925 mm and requiring a 

fl oor space of just 1.7 square metres. Plenty of space for two adults 

to relax in comfort. Shown here with a black exterior fi nish. 

Tylö steam shower i130
Shower and steam bath measuring 1325 x 925 mm and requiring 

a total fl oor space of just 1.3 square metres. Accommodates one 

bather at a time. Shown here with a white exterior fi nish.
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Walls, glass sections and doors can be assembled in a variety of different ways to 
suit your bathroom layout. You can also place all interior fittings – except for the 
sauna heater – where you wish. Below you can see examples of some of the most 
common configurations. 

A flexible system

Tylö sauna ix210s: with Compact or Combi heater in the sauna and a steam shower column.
Tylö sauna ix210: with Compact or Combi heater in the sauna and a shower column.

Tylö steam shower i170: shower and steam bath.

Tylö steam shower i130: shower and steam bath.
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Product facts
Standard equipment

Tylö sauna ix210
Thermally-insulated wall and ceiling sections, door sections, shower column complete with 
mixer tap. Sauna cubicle complete with panels and benches, fi ttings in aspen and heat-treated 
ash (dark), lighting (shower cubicle), aluminium fl oor frame, corner and ceiling mouldings, 
vent and assembly hardware. Also available with a steam shower column as model ix210s.

Tylö steam shower i170
Wall and ceiling sections, lighting, door sections, two specially designed benches, shower 
column with mixer tap, steam generator, control panel and assembly hardware.

Tylö steam shower i130
Wall and ceiling sections, lighting, door sections, one specially designed bench, shower 
column with mixer tap, steam generator, control panel and assembly hardware.

Exterior fi nish: MDF board fi nished in high-gloss black or white lacquer. Tylö ix210 is also 
available in wenge, a durable brown wood veneer. Benches included as standard equipment 
with i130 and i170 models can also be purchased separately. 

Lighting
4 x 10 W halogen lamps in shower/steam shower cubicle.

Optional extras

Sauna heater for the Tylö sauna ix210 
You can choose between two different sauna heaters for the Tylö sauna ix210:

COMPACT 2/4: a sauna heater for traditional sauna bathing. Stone compartment designed 
for Mini sauna stones. Control panel integrated into the base of the heater. Equipped with 
thermostat and mechanical timer. Max 3 hours running time. 0–9 hours pre-set. Convertible 
2.2–4.5 kW for connection to 230 V 1~ (single phase) or 400 V 2N~ (two phase with neutral). 
Suitable for sauna rooms 1.5–4.5 cubic metres in size.

COMBI 4 RC: a sauna heater for traditional sauna bathing and steam saunas. Separate 
electronic control panels for installation on a wall inside the sauna room (max. 1 m above 
fl oor height) or at any height outside the sauna room. Output 4.5 kW, 400 V 2N~ (two phase 
and neutral). Suitable for sauna rooms 1.2–4.5 cubic metres in size. Supplied complete with 
2.5 m cable.

Shower column with steam generator (for ix210 only)

Floor decking for sauna (for ix210 only)

Lighting (for ix210 only)
Optical fi bre lighting, 6 light points and/or lighting track in ix210 sauna cubicle.

A control panel in the shower column 

operates the steam generator.

Recessed halogen spotlights (10W) in 

shower and steam shower section.

The steam head has a holder for fragrances 

to add yet another dimension to your bathing 

pleasure. 

Panelling in blonde aspen and benches in 

heat-treated dark ash.

Combi 4 RC and Compact 2/4 are Tylö’s two sauna heaters that fi t small sauna cubicles.






